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Machine characteristics

s Compact and ergonomically designed

= Controller for cutting process optimization (cutting speed, cutting path) @

= Remote control unit, optionally wireless and touch screen

o Fully PC controlled for easy operating, no extra control panel

= High cutting speed

= Lower operation and maintenance costs

Readable data formats
DXF, HPGL, ISO, Gerber, Lectra

Application Area

s Cutting head with tool-free fast-tool-change system

Fast and easy knife/blade change

= Safety sensor technique

s CE certificate

= Service friendly

= Compatible to all mayor CAD systems

Automotive, Aeronautic, Marine, Transportation, Construction, Wind Energy Industry, Tech Tex Industry

Processable materials
Flat materials such as Composites (prepregs, dry carbon, glass fibres, aramid fibres etc.), Technical Textiles (canvas, vinyl, sail cloths etc.),

Sheet Materials (foam and card boards etc.).

Cutter Models

Static models:

Basic configuration includes vacuum system with 2 separate vacuum fields for alternating working process,
tool head with laser pointer and pen module, tangentially controlled drag knife tool, electrical rotary blade tool.

TTC119S Working space w 50 (4,17ft) I 75" (6,25ft)

Machine size w 70" | 88" h 34"
TTC119L Working space w 70" (5,83ft) I 75" (6,25ft)

Machine size w 92" | 88" h 34"

Conveyer models:

Basic configuration includes conveyer, vacuum system with 2 separate vacuum fields for alternating working
process, tool head with laser pointer and pen module, tangentially controlled drag knife tool, electrical rotary

blade tool.

TTC119SC Working space w 50" (4,17ft) 1 73" (6,08ft) (because of conveyer actually endless 1)
Machine size w 71" | 106" h 34"

TTC119LC Working space w 70" (5,83ft) 1 73" (6,08ft) (because of conveyer actually endless ,,1“)
Machine size w 93" | 106" h 34"

All models Cutting speed 60" per sec Vacuum table power | 3.0 kW
Positioning speed 80" per sec Vacuum pressure min 6 bar / min 87 psi
Acceleration 400" per sec? Connection details |3 x 110V / 400V, 60Hz, 3 phases, 16A
Positioning accuracy  0.003” Computer interface | RS232C

Options

@ |ntegrated cutting table extension, statical or with conveyer, single or both sided =
o Integrated, automatical conveyer cleaning unit

o

Wireless control unit
Electrically oscillating knife tool
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